
5158

Issue  1

Specification

Perrin & Rowe, Gateway XIII, Ferry Lane, Rainham, Essex, RM13 9JY.  • T: +44 (0)  1708 526361  • F: +44 (0) 1708 550220
Perrin & Rowe is the trading name of TCL Manufacturing Limited. Registered in England and Wales - No. 2463775 ® 

® 

www.perrinandrowe.co.uk

Available Finishes:

• Chrome
• Nickel
• Pewter
• Bronze
• Gold

DECO CONCEALED THERMO SHOWER - X-Top

• Handcrafted in England

• Wax capsule thermostatic cartridge with 1 second 
   supply failure response

• 1/4 turn ceramic disc flow control

• Adjustable temperature safety override stop 
   (pre-set 38vC / 100vF)

Temp Range:
Min 18°C / 52°F
Max 49°C / 118°F

Recommended
Working Pressure:
Min 0.5bar / 7psi
Max 5bar / 75psi

1G "

22 mm

5396
Secondary Outlet

Connector.
Optional Extra.

NOTE: A flow control valve (purchased
separately) must be installed between
secondary outlet and any shower
outlet.

NOTE: The flow control valve
must be installed before any
shower outlet.
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90 mm MIN - 105mm MAX
15mm ADJUSTMENT
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